A  ATTENTION A

PROCOATING-:oHc

HIGH PERFORMANCE LUMBER COATING

CARE AND HANDLING

STORAGE: On the job site keep this product dry, place the bundle off the ground and under cover.It may be
necessary to “stack and sticker” the product in order for it to reach equilibrium moisture content; this
process may take up to 7 days. Equilibrium moisture content will change based on seasonality and
humidity conditions in your market.

NAILING INSTRUCTIONS: Wall & Ceiling profiles can be applied with either hand or power driven nails or
screws. It is recommended that the fastener be driven into the exposed face on the tongue side and
started where the tongue and face intersect. The fastener should be countersunk so it does not restrict
the adjoining piece. Although often adequate, an additional fastener applied through the face especially
in regions of greater humidity fluctuations will further reduce the potential for product movement.
Nails should penetrate framing member at least 11/2" (38.1mm), while screws at least 1" (25.4mm).

PROCOATING DISCLAIMER

IMPORTANT NOTE: Before installing, inspect materials for surface defects, correct product, correct color
and consistency. Installation of product will be considered final acceptance by OHC and is not eligible for
return.

This is a natural product and responds to the environment in which it is installed. Wood products can
shrink or swell to reach the equilibrium moisture content of the surrounding air. Ensuring your product
has reached equilibrium of the surrounding air prior to installation will help to minimize movement in the
future.

Natural tendencies of wood and other building products to marginally contract and expand cannot be
stopped, and you must plan for it.
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